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The American Radio Relay League,
Inc., is a noncommercial association
of radio amateurs, organized for the
promotion of interest in Amateur Radio
communication and experimentation,
for the establishment of networks to
provide communications in the event
of disasters or other emergencies, for
the advancement of the radio art and of the
public welfare, for the representation of the
radio amateur in legislative matters, and for the
maintenance of fraternalism and a high
standard of conduct.

ARRL is an incorporated association without
capital stock chartered under the laws of the
state of Connecticut, and is an exempt
organization under Section 501(c)(3) of the
Internal Revenue Code of 1986. Its affairs are
governed by a Board of Directors, whose voting
members are elected every three years by the
general membership. The officers are elected or
appointed by the Directors. The League is
noncommercial, and no one who could gain
financially from the shaping of its affairs is eligible
for membership on its Board.

“Of, by, and for the radio amateur,” ARRL
numbers within its ranks the vast majority of
active amateurs in the nation and has a proud
history of achievement as the standard-bearer in
amateur affairs.

A bona fide interest in Amateur Radio is the only
essential qualification of membership; an
Amateur Radio license is not a prerequisite,
although full voting membership is granted only
to licensed amateurs in the US.

Membership inquiries and general corres-
pondence should be addressed to the
administrative headquarters:

ARRL

225 Main St.

Newington, CT 06111 USA

Telephone: 860-594-0200

FAX: 860-594-0259 (24-hour direct line)

Officers

President: Rick Roderick, KSUR
P.O. Box 1463, Little Rock, AR 72203

The purpose of QEX is to:

1) provide a medium for the exchange of ideas
and information among Amateur Radio
experimenters,

2) document advanced technical work in the
Amateur Radio field, and

3) support efforts to advance the state of the
Amateur Radio art.

All correspondence concerning QEX should be
addressed to the American Radio Relay League,
225 Main St., Newington, CT 06111 USA.
Envelopes containing manuscripts and letters for
publication in QEX should be marked Editor, QEX.

Both theoretical and practical technical articles
are welcomed. Manuscripts should be submitted
in word-processor format, if possible. We can
redraw any figures as long as their content is
clear. Photos should be glossy, color or black-
and-white prints of at least the size they are to
appear in QEX or high-resolution digital images
(300 dots per inch or higher at the printed size).
Further information for authors can be found on
the web at www.arrl.org/gex or by email to
qgex@arrl.org.

Any opinions expressed in QEX are those of

the authors, not necessarily those of the Editor or
the League. While we strive to ensure all material
is technically correct, authors are expected to
defend their own assertions. Products mentioned
are included for your information only; no en-
dorsement is implied. Readers are cautioned to
verify the availability of products before sending
money to vendors.
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Perspectives

One of amateur radio’s enduring strengths is that it gives us a laboratory large
enough to include everything from a capacitor on the workbench to the ionosphere
overhead. The articles in this issue of QEX demonstrate just how broad that labora-
tory can be, and how much can be learned by combining theory with careful observa-
tion.

Valentino Barbi, I4BBO, approaches HF reception with a preselector that com-
bines conventional resonant circuits with a Q multiplier and notch function. The
project is not just about building a filter; it is about adjusting, measuring, and observ-
ing how selectivity changes in a real receiving system.

At a vastly different scale, Wolfgang Kaufmann, DLIWKA, turns the 40-meter
band into a measurement system. By analyzing WSPR reception reports, he shows
how amateur stations distributed across Europe can reveal changes in the ionosphere
during geomagnetic disturbances.

Michelle Thompson, W5NYV, moves the laboratory into the digital domain,
examining an open-source VHDL IIR filter and using mathematical analysis and
MATLAB simulation to verify its response and stability.

Bert Henderson, W6MSD, explores a modified end-fed half-wave antenna
designed to cover the full 3.5 to 4.0 MHz range without an antenna tuner. Using two
half-wave radiators and a floating transformer, he combines impedance measure-
ments and simulation to explain how the antenna achieves low VSWR across the
band while retaining multiband operation.

The technologies are different, but the method is the same: form an idea, build
or model it, measure what happens, and compare the result with expectation.
Sometimes the measurements confirm the design. Sometimes they reveal something
unexpected, which is often where the most interesting work begins.

That cycle of experiment, measurement, adjustment, and verification is one of
the things that continues to make amateur radio technically valuable. Whether the
subject is a receiver front end, an FPGA, an antenna, or the ionosphere itself, the
laboratory is always open.

Writing for QEX

QEX welcomes practical and theoretical articles that advance amateur radio
through experimentation, design, measurement, construction, software, and techni-
cal analysis. Articles are typically 2,500 to 4,000 words; contact the editor before pre-
paring manuscripts much more than 5,000 words. Send manuscripts and inquiries
to qex@arrl.org. Authors are paid $50 per published page or part thereof. Complete
guidance is available at www.arrl.org/qex-author-guide.



